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Purpose - Digital light processing (DLP) printing uses a
digital projector to selectively cure a full layer of resin using
a mask image. One of the challenges with DLP printing is
the difficulty of incorporating multiple materials within the
same part. As the part is cured within a liquid basin, resin
switching introduces issues of cross-contamination and sig-
nificantly increased print time. In this paper, a novel tech-
nique for printing with multiple materials using the DLP
method is introduced.
Design/Methodology/Approach - The material handling
challenges are investigated and addressed by taking inspira-
tion from automated storage and retrieval systems, and uti-
lizing an active cleaning solution. The material tower is a
compact design to facilitate the storage and retrieval of dif-
ferent materials during the printing process. A spray mecha-
nism is used for actively cleaning excess resin from the part
between material changes.
Findings - Challenges encountered within the multi-material
DLP technology are addressed, and the experimental pro-
totype validates the proposed solution. Our system has a
cleaning effectiveness of over 90% in 15 seconds with the
build area of 72 inches, in contrast to the previous work of
50% cleaning effectiveness in 2 minutes with only 6 inches
build area. Our method can also hold more materials than
the previous work.
Originality/Value - The techniques from automated storage
and retrieval system (ASRS) is applied to develop a storage
system, so that the time complexity of swapping is reduced
from linear to constant. The whole system is sustainable and
scalable by using a spraying mechanism. The design of the
printer is modular and highly customizable, and the material
waste for build materials and cleaning solution is minimized.
1 Introduction
Currently, the world of three-dimensional (3D) print-
ing is advancing at great speeds. From increases in perfor-
mance, accuracy and strength, all the way to the utilization
of multiple materials for a single print [1]. This has great
implications on the versatility of parts which can combine
properties of different materials placed precisely where de-
Fig. 1. Multi-material applications: A) 3D printed foot with simulated
bone and skin [3]. B) A soft robotic hand [4]. C) Physiologically ac-
curate rib cage [5]. D) A conductive Hydrogel and Ecoflex circuit [6].
E) 3D printed Quantum Dot - LED [7]
sired. The added design flexibility has a large impact for
industry, home fabrication and the business models innova-
tion [2]. Multi-material 3D printing offers designers more
degree-of-freedom (DOF) in design with fewer limitations
allowing them to put more focus on the intended function-
ality of a product. For example, functionality can refer to
assigned mechanical deformation by printing materials with
various properties. With more DOF, products can be smarter
and can better complete highly dexterous tasks. Some exam-
ples of multi-material applications are demonstrated in Fig.1.
There are several existing 3D printing methodologies,
each has its own advantages and challenges. Multi-material
printing, as a more complex process, adds a unique set of
problems to be solved for each of the different methods.
Fused deposition modeling (FDM) uses thermoplastics just
beyond their melting point and extrudes them, by means of a
nozzle, to construct the layers [8]. Polyjet technique jets the
material out of a nozzle similar to FDM, except the mate-
rial is a photo-curable polymer and is cured using ultraviolet
(UV) light as soon as it leaves the nozzle [9]. Due to their
deposition mechanisms, both technologies have been able to
utilize multiple materials for some time by using multiple
nozzles or swapping the feed-stock material. Nevertheless,
because of the deposition method, there are also some un-
desirable characteristics, such as poor coalescence, limited
feature size, precision, and anisotropic material properties.
In addition, both technologies are limited by the viscous dy-
namics of their materials through the delivery system of the
nozzle.
On the other hand, the stereolithography (SLA) process
is one of the most important 3D printing technologies, and
also the first one to be commercialized in 1980s. The Digi-
tal Light Processing (DLP) process, a variant of SLA, shares
the same principle to cure liquid resin to solid through a vat
polymerization technique. The main difference is the cur-
ing method. While SLA uses a guided laser which cures by
drawing out the image layer, DLP cures the entire layer using
the projection of an image [10]. However, SLA/DLP print-
ers are still very limited in multi-material printing with only
a few researches exploring this technology [11–13]. This
is because SLA/DLP printers need to swap entire vats to
change materials, which takes far longer than the deposition
approaches. Furthermore, whenever there is a swap of ma-
terial, the part has to be cleaned due to it being submerged
in different resins, contaminating both the current layer and
previous layers. One way to address this issue is to soak the
part in a cleaning solution [12], however it takes a long time
to reduce the contamination. In spite of the difficulties, com-
pared to other polymer 3D printing technologies, SLA/DLP
produces parts with the highest accuracy and the best sur-
face finish. As such SLA/DLP printing shows itself to be
one of the most promising technologies for the future of ad-
ditive manufacturing. Moreover, as DLP has the ability to
print an entire layer at once, its fabrication speed is remark-
able. Therefore, there is a huge interest in developing multi-
material DLP printing. To realize a practical multi-material
DLP printer, a solution must be provided to the following
research question: how to speed up the material swapping
process and minimize the cleaning time without an increase
in contamination?
In our study, it is observed that the material swapping in
DLP printer is similar to a storage and retrieval process; and
currently most of the cleaning systems are relatively passive
(such as soaking). Trying to answer the research question
based on these observations, two hypotheses are made:
1. If the material swapping is formulated as a storage sys-
tem, it will speed up multi-material DLP printing.
2. If an active cleaning system is employed, it will enhance
the cleaning effectiveness and efficiency.
In this paper, development of a multi-material DLP printer is
created to test these hypotheses. However, there are several
challenges in implementing the systems. On one hand, to
maintain the robustness and simplicity of the printer, the in-
tegration of a storage system should not increase the process
complexity too much. On the other, taking into considera-
tion the safety and sustainability of the printer, the cleaning
system should minimize the exposure of cleaning solution to
the environment and conserve the material usage.
By overcoming these challenges, the contributions of
this paper are:
1. We apply the techniques from automated storage and re-
trieval system (ASRS) to develop a storage system for
multi-material DLP printer. The whole system only has
three axes of actuation and the time complexity of swap-
ping is reduced from linear to constant.
2. We take the advantages of showering over bathing and
apply “running water” to develop a spraying mechanism
that can effectively clean parts with complex features.
The cleaning solution is recycled and kept airtight.
3. The whole system is sustainable and scalable. The de-
sign of the printer is modular and highly customizable,
and the material waste for build materials and cleaning
solution is minimized.
The theoretical analyses and experimental studies are also
done to verify the functionality of the systems and test the
hypotheses.
The rest of the paper is organized as follows. In Section
2, a brief overview of the current multi-material 3D print-
ing technologies are presented. Section 3 presents the ma-
terial storage and retrieval system, and Section 4 outlines
the cleaning system. Section 5 discusses the results acquired
from the prototype. In the last section, the conclusion and the
future work are presented. The hardware setup of the printer
is given in the Appendix.
2 Literature Review
This paper is related to multi-material 3D printing, and
particularly multi-material SLA/DLP printing. Before re-
viewing those works, the applications are briefed.
2.1 Applications of multi-material printing
Multi-material printing allows for the creation of func-
tionally graded materials which have variations in the prop-
erties as the dimension varies [14–16]. Utilizing this princi-
ple, biopolymer structures and liver cells for free-form con-
struction of 3D tissue scaffolds is possible [17]. In this con-
text the use of multiple materials has allowed for advances in
soft robotics by allowing the placement of soft materials with
harder materials [18] and the ability to add specific proper-
ties such as conductivity to materials and parts [19]. In the
field of robotics, more and more design for anthropomorphic
hands are utilizing some form of 3D printing with multiple
materials. This allows for unique compliance and perfor-
mance of joints and actuators to better control and design
such hands [20–22]. As suggested by Wang et al. [23], the
possibilities do not simply extend to the engineering world,
artists and fashion designers can also take advantage. From
prototypes to end products, it can be seen that the technol-
ogy is being applied to various fields, from organs to airplane
parts [24].
2.2 Multi-material 3D printing
Development on multi-material printing is happening
for almost all technologies. For FDM to change materials,
it must have multiple nozzles or swap the filaments. This re-
quires motors to pull out and insert the next filament which
then must purge the old material left in the model. An ex-
ample of this is the Prusa i3 multi-material printer [25] as a
commercial solution, but the likes of Khalil et al [17] have
developed triple extruder system for the printing of scaf-
folds. Similarly, Leu et al [26] also developed a triple ex-
truder which can control paste extrusion. A multi-material
Polyjet printer was created by MIT CSAIL [9] capable of
handling up to 15 materials through ink-jetting technology.
Selective laser sintering or melting (SLS/SLM) is also a tech-
nology that can fabricate multi-material parts by using differ-
ent powders [27, 28].
2.3 Multi-material SLA/DLP printing
SLA/DLP technology requires more considerations, as
FDM or Polyjet printers would use independent nozzles
for various materials, entire resin vats must be used for
SLA/DLP. There are only a few multi-material SLA/DLP
printers presented in literature. Holtrup [29] recently con-
structed a multi-resin DLP printer that has a series of reser-
voirs arranged linearly between the printing stage. The mate-
rials are swapped by engaging a conveyor in order to change
the current vat. However, this system has long wait time dur-
ing cleaning of resin and material swapping. In contrast,
a carousel design has been approached and improved upon
several times over the last decade. Wicker et al. [30] mod-
ified an existing 3D Systems SLA 250/50 and added multi-
material capabilities by appending a horizontal carousel to
the side of the printer. Inamdar et al. [11] developed a sim-
ilar system as a standalone solution to multi-material SLA.
Like the previous two carousels, Zhou et al. [12] developed
another rotary printer, which rotates two material vats along
with their cleaning system comprised of brushes and an ul-
trasonic bath. Alongside these designs is again a rotary de-
sign [31] using UV and IR radiation. Though quicker than
the linear setup, the rotational printer makes it difficult to
increase the number of materials, or the build area as the
size of the printer would grow exponentially. The previous
works have proved that SLA/DLP technique can be extended
to multi-material printing, although with certain challenges
still needing to be solved. In this paper, the concept of a
storage system is applied to facilitate the material swapping
process, and it is presented in the next section.
3 Material Storage and Retrieval System
One of the primary concerns with multi-material 3D
printing, especially with DLP printers, is the time and the
mechanism for swapping materials. This mechanism differs
Fig. 2. Material tower with vats and silicone brush
from other 3D printing processes since an entire container
must be removed from the build area and replaced with an-
other. Additional considerations are the storage density of
the system, the scalability in terms of build area and number
of materials, as well as the complexity of the printer. Al-
though swapping and storage mechanisms have been used
in many industrial applications, they have particular require-
ments and use cases which do not easily translate over to
the DLP process. While some existing methods [11, 12, 29]
use linear or rotary stages to swap different materials, they
have poor scalability and suffer from long material swapping
time. To address this problem, the objective here is to apply
the techniques from automated storage and retrieval system
(ASRS) to establish a material storage and swapping system
for multi-material DLP printing. The storage system is dis-
cussed first, and it is followed by the swapping mechanism.
3.1 Storage System
The common geometry for a material vat is having rect-
angular shape or is a circular disk for experimental setup. To
maximize the print size, the rectangular vat is employed in
this study as depicted in Fig. 2. Observing that the material
vat is a boxlike storage compartment without a lid, a drawer
design that is made to slide horizontally in and out is em-
ployed for the storing process, and a material tower as shown
in Fig. 2 is developed to provide a high-density vertical stor-
age solution. A vertical approach is desired because of the
fact that material vats have much greater length or width than
they do height, as such not only can storage be more dense
and efficient, there is also less distance that needs to be trav-
eled to access the next material. A stepper motor and pulley
at the top of the tower is used to raise and lower the trays
holding the material vats. The detailed hardware setup of
vertical storage tower is described in Appendix A.3.
Although the design is simple, it is sufficient to test the
first hypothesis of employing ASRS in multi-material DLP
printer. Due to the vertical and independent nature of our
current design, to be able to access the top most material,
there needs to be enough room on the bottom of the tower
to accommodate the other materials. In the current design, 4
inches of clearance was given between each material. Fol-
lowing these measurements, 8 additional inches would be
required for one more material. The current height of the
prototype tower is 60 inches and can accommodate 8 vats.
Compared to the rotary design [12] which housed 2 materi-
als, this design hosts more materials. More importantly, the
rotary design needs to fit a number of material vats in the cir-
cular platform, the size of which varies greatly with the size
of vats and the number of materials. This may limit proper
industrial implementation. In contrast, our design has much
better extensibility and has an effective use of floor space. In
terms of packing density, which is calculated by dividing the
volume of the vats by the volume of the storage solution, our
design can achieve a factor of around 0.6 while the rotary de-
sign is only about 0.3, for the same number of materials with
similar print size.
The packing density can be improved in the future by in-
corporating a vertical carousel storage system to rotate with
multiple towers, so that no empty space is needed within the
tower.
The tower design with adjustable partitions and dividers
is modular and highly configurable. The number of trays,
thus available materials, can be modified with minimal ad-
ditional design work by simply changing the length of the
corner extrusions. Moreover, increasing the build area of the
printer changes the size of the vats. For the vertical tower
design, only the top and bottom braces as well as trays need
to be re-sized to accommodate such changes, see Fig.2. The
use of common stock materials, a simplistic design, and de-
signing for manufacturing makes the storage solution easily
scaled to the required size, and for the desired number of
materials.
3.2 Material Swapping
In a linear design, the complexity of material swapping
is directly proportional to the number of materials, i.e., O(n)
where n is the number of stations on the conveyor. In other
words, the worse case scenario is changing material from one
end to the other. This requires it to pass through every station
on the conveyor in order to get to the next material. A rotary
design is better as it can turn the table in either clockwise or
counter-clockwise direction, but the complexity is still linear.
Due to the necessity of moving entire vats in and out of the
print area, it is impossible to completely eliminate swapping
time. However, because the swapping and cleaning do not
need to be related to each other, they can be decoupled in
the design of the storage solution, and it is possible to set
the next material vat in the ready position while the cleaning
process is underway.
As the material tower is a vertical lift system, we design
a storage/retrieval (SR) machine that can push and pull the
material vats from the tower. Actually, the SR machine is
permanently attached to the cleaning vat (explained in Sec-
tion 4), such that the positioning of the cleaning vat is com-
bined with the material swapping. It is worth noting that it
is a compact and efficient design which can accomplish ma-
terial storage/retrieval and cleaning by one single degree of
freedom (X-axis) without the need of complex controls. The
procedure created to swap materials has several steps and is
illustrated in Fig. 3. First, our storage solution, the verti-
cal tower, should already be in the receiving position with
an empty tray aligned to the printer platform. A rack-and-
pinion mechanism then pushes the vat onto the tray and into
the tower. Guide rails on either side ensure proper align-
ment. In this sense, as the material vat goes into the tower,
the cleaning vat is also moving into its cleaning position. The
cleaning vat is equipped with the red hooks which are used
to latch onto the material vats. Once the material vat is prop-
erly inserted, the tower lowers to disengage the hooks and
the cleaning vat is pulled away to prevent interference. With
the material vat in the storage system, it is free to rearrange
the materials, which allows the tower to position the next
material while the part is being cleaned. After cleaning is
complete, the cleaning vat moves forward to receive the next
material vat. The tower then raises to engage the hooks and
the new material is pulled into place. The following layer is
now ready for printing. In this way, the complexity of the
process is constant, i.e., O(1). This supports the first hy-
pothesis and the tower-based ASRS speeds up the material
swapping process for multi-material DLP printing from lin-
ear complexity to constant.
4 Active Cleaning System
Another challenge in multi-material DLP printing is the
cleaning of residual resin on the build part and bed. If the
previous uncured material is not removed, contamination
happens on both the part and the vats containing other ma-
terials. There are a number of considerations in the cleaning
system: cleanliness, material usage and waste, speed, size
and scalability of the cleaning system, as well as the evapo-
ration of the cleaning solution. The proposed method must
also be able to reach complex geometries.
The existing systems for cleaning are using a cloth to
wipe the printed part [32] and soaking the part [12]. The
cloth method is fast but it is unable to deal with intricate ge-
ometries. In addition, the process would have to be done
manually which is undesirable and inconsistent. It is more
promising to soak prints in isopropyl alcohol for several min-
utes, anywhere from 5 to 20 minutes depending on the resin
used [33]. The purpose is to dilute and clean the excess resin
from the print before further operation. In this sense, utiliz-
ing an ultrasound machine in conjunction with the cleaning
agent would further increase the efficiency of the process.
The ultrasound method adds vibrations to the cleaning so-
lution which in turn leads to cavitation. This effect causes
bubbles of air to implode on the surface of the part and dis-
Fig. 3. Material swapping process: 1) The material swapping process starts with the cleaning vat pushing the material vat into the tower. 2)
The tower lowers to disengage the hooks. 3) The cleaning vat moves back to allow clearance of the hooks, and the tower selects the next
material. 4) The material vat advances and the tower rises to engage the hooks. 5) The cleaning vat pulls the material vat into place
Fig. 4. Spray pattern of the 3 sprinkler heads
lodge the contaminant [34].
In terms of cleanliness, the soaking method would be-
come less and less effective with every cleaning step, since
the cleaning agent would become more contaminated. Fur-
thermore, having a large bath constantly exposed in ambi-
ent air would lead to excess evaporation, bringing additional
concerns to size and scalability of the approach. Therefore,
our goal is to develop an active cleaning system to have the
contaminants running off from the part and down into a fil-
tered drain with the cleaning solution, such that the afore-
mentioned considerations can be achieved.
4.1 Spraying Mechanism
Showering is known to have advantages over bathing
such as being more environmental friendly, less cleaning
time, and cleaner. Learning from showering, here we de-
velop an active cleaning system that utilizes three sprinkler
nozzles and a pump to spray the part. Once the material vat
has been placed in the tower and the cleaning vat positions
itself under the print bed. The pump then turns on and the
cleaning solution is ejected from the sprinklers. This is a di-
rect approach to deliver the cleaning solution onto the print
bed and hit the part in places that are hard to reach.
The spray pattern is angled towards the part as can be
seen in Fig. 4. To ensure proper coverage of the print bed
and piece, the cleaning vat oscillates from side to side in
the X direction while the print bed rises and lowers. The
spray itself is similar to a heavy mist in a cone. Addition-
ally, this system is easily scalable for larger build volumes
by adding/removing sprinklers or simply adjusting the posi-
tions of the sprinklers. The spray method combines both the
cleaning power of the cleaning solution with the impact force
of the spray. Consequently, this also creates movement of
the cleaning solution which means it is further able to pene-
trate complex geometries and cycle the solution so that resin
can escape from crevices. This theoretically decreases the
exposure time to the cleaning system, and increases the ef-
ficiency of the cleaning solution. This is important because
prolonged exposure to the cleaning agent can cause swelling
in the printed part and affect print quality and accuracy [35].
Proper tuning of the pump is done to ensure there is
enough pressure to spray the parts but not too much such
as to damage the part. After cleaning is complete, the clean-
ing vat then moves into position to pull the new material into
place while fans angled towards the print bed help dry the
print for the next layer.
4.2 Sustainability
Both the resin and the cleaning solution are consumables
that the cleaning process uses up. Minimizing the waste
of these materials is crucial to reduce the cost and improve
the sustainability of the system. In addition to the spray-
ing mechanism that reduces the amount of cleaning solution
being used, two other components are also incorporated in
the system: a silicone brush and an airtight reservoir. The
silicone brush is integrated into the material vat, as seen in
Fig. 2, and the reservoir houses the cleaning solution with a
Fig. 5. Cleaning system: sprinklers, brush, drain and reservoir
diaphragm pump which supplies the sprinklers. The reser-
voir is also connected to the material vat where the resin and
the excess cleaning solution can be drained after spraying.
The general layout of the cleaning hardware and system can
be seen in Fig. 5.
Because all the uncured resin dissolved in the cleaning
solution will be material waste, a substantial cleaning is done
by the silicone brush installed in the vat. Silicone was used so
that none of the resin gets absorbed by the brush, and placed
within our material vats so that all excess resin that is wiped
off is directly returned to its vat, which further reduces waste
and initial resin required at the start of the print. Additionally
there is no risk of loosing bristles during the cleaning. When-
ever material swapping is required, the print bed raises to a
height such that the silicone brush can make contact with the
contaminated area to remove and recuperate as much resin
as possible back into the material vat. This cleaning is per-
formed implicitly when the rack-and-pinion pushes the ma-
terial vat back into the tower, and thus no additional time is
required.
The cleaning solution used, and recommended for clean-
ing resin, is an isopropyl alcohol-water mixture of 90%-
10% [11]. This means that leaving a large vat exposed would
lead to quick evaporation of the solution, filling the environ-
ment with dangerous fumes. As such, the proposed system
uses an airtight reservoir (Fig. 5) with a pump submerged to
supply limited amounts of cleaning solution when needed.
The excess resin and solution is recollected and recycled
through a drain, made of a filter and funnel, placed in a cor-
ner of the cleaning vat which feeds back into the reservoir,
so that the amount of alcohol evaporated can be minimized.
5 Results
This paper has two hypotheses regarding to the mate-
rial swapping and active cleaning. To test the hypotheses,
a prototype multi-material DLP printer was built as shown
in Fig.6. The overall hardware and software architecture
is available in the Appendix. The printer uses a bottom
up approach to limit the contact of the printed part and the
resin. The printer consists of three degrees of freedom: build
Fig. 6. Multi-Material DLP Printer Prototype
Table 1. Comparison of previous prototype and ours
Prototype Zhou et al. [12] Our
Build Area 6 in2 72 in2
# of Materials 2 8
Swapping Time 180s 62s
Cleaning Time 120s 15s
platform (Zb-axis), material tower (Zm-axis), and rack-and-
pinion (X-axis). A custom C# application was developed to
handle the sorting algorithm and control the prototype based
on the RepRap framework [36]. A piece is first designed as
separate bodies and sliced individually to generate a set of
black and white images for each material. Once a layer is
printed for one material, it checks if there are images for the
other materials. If there is, it initiates the swapping process,
else it prints the next layer.
A series of different parts with varying features were
printed to test this system, and duration of both the expo-
sure time to the cleaning system as well as the drying times
were determined experimentally, the results of which are pre-
sented in this section. All tests were preformed with the G+,
and semi-flex resin from MakerJuice [37]. Some of the fabri-
cated multi-material examples are shown in Fig. 7 to validate
the correctness and functionality of the system. Furthermore,
we compare our method with the previous work [12], and Ta-
ble 1 summarizes the key differences including the number
of materials for the two prototypes, the build area, the time it
takes to swap from one material to the next, and the cleaning
time. The cleaning percentage is the average of the testing
presented in Section 5.2. In the following, the quantitative
comparison will be presented in detail.
Fig. 7. Examples of multi-material prints: A) 4 colored die; B) Ball in a cage with two colors; C) Concordia printed in 3 colors on a semi-flexible
backing.
Fig. 8. Figure shows the breakdown of the varying steps within the
material swapping process. In green are the tasks that involve mov-
ing and swapping the material vat. In blue are the steps involved in
the cleaning process
5.1 Material Swapping
In Section 3, we have discussed the theoretical speedup
that could be achieved with the tower-based design, and this
section is going to present the experimental data. With the
current configuration, the material swapping cycle includes
part of the cleaning cycle. In this sense, both subsystems
are paired together to save time overall and increase the ef-
ficiency of the material swap. Additionally, by allowing the
storage system to select the material independently, the rest
of the printer is free to perform any other task, in this case,
spraying and cleaning the print bed. Finally, by making ev-
ery operation linear, the scalability of the solution is ensured.
As the print area increases or decrease, the travel distance
follows in a one to one ratio, and as the number of mate-
rials increase, it does not affect the material swapping time.
Fig. 8 illustrates each of these individual processes and when
they occur relative to each other throughout a complete ma-
terial swap and cleaning. The time for the brushing phase of
the cleaning process is partially dependent on the speed of
the material storing process, however it is sill displayed as
its own process because it helps to demonstrate clearly the
total time required to clean the part effectively. From the
figure, the total material swap time takes 63 seconds. The
insertion of the material as well as the retrieval process take
up the majority of the time at 24 seconds each. Both pro-
cesses are affected by motor speeds of the X-axis as well as
the distance needed to travel due to the size of the print area.
The material selection time of the prototype takes 15 sec-
onds. The disengage time, 3 seconds, is illustrated as well
since it is still possible to optimize the hook geometry or use
a system, such as electromagnets, to reduce the time. The
previous work [12] had an approximate swapping time of
180 seconds, and there is a 3× improvement in speed for our
prototype. Although it may not sound significant, it should
be noted that there is a huge difference in the build area, i.e.,
6in2 [12] vs. 72in2 in our case. Therefore, the proposed so-
lution is three times faster while having a build area that is
twelve times larger. These results support our first hypothe-
sis that applying ASRS can increase the material swapping
speed for multi-material DLP printing.
5.2 Cleaning System
For a successful cleaning system, contamination must
be as close to zero as possible. This condition takes priority
over total print time as multiple material changes will con-
tinuously accumulate to the total amount of contamination
during a print. To determine the effectiveness of the pro-
posed active cleaning system, a residue test is conducted to
compare the amount of residue left on the part by different
methods.
The residue test involves printing pieces with varying
geometries and features, and weighing them after the print.
The geometries of the parts were designed to represent differ-
ent features to clean and test the cleaning system capability
to deal with overhangs, hard-to-reach surfaces, cavities and
Fig. 9. Pieces used for contamination test. Top left: Four inverted
Pyramids . Top Right: Staggered Cone. Bottom Left: Scaffold. Bot-
tom Right: Cylinder
complex geometries. Pictures of the testing samples cleaned
by the spray system are shown in Fig. 9. Increasing the ver-
tical surfaces and overhangs ensures cleaning systems have
to be able to reach the entirety of the piece. Smaller features
and intricate cross sections, such as the scaffold, create large
amounts of cavities, and surfaces that continually get con-
taminated and covered by subsequent layers and thus more
difficult to clean.
These pieces were printed and weighed when exposed
to 6 different scenarios. Firstly, it is weighed without any
cleaning thus being the most contaminated piece. Secondly,
it will then sit in a bath of alcohol for two hours to ensure
that all resin has been diffused from the part and will act as
the basis for a completely cleaned part. In the third scenario,
the contaminated pieces are be wiped using a cloth [32] to
see its effectiveness. The fourth and fifth cases expose the
pieces to the ultrasound (U/S) bath for 15 seconds and 120
seconds [12], respectively. Sixth, the pieces are exposed to
the proposed spray cleaning system for a single oscillation
of the cleaning vat lasting 15 seconds, this ensures the clean-
ing solution covers the entirety of the print bed. The fourth
scenario is designed to be compared with the sixth one to
illustrate the effectiveness between passive and active clean-
ing for the same amount of time. The difference in weight
between each trial and the fully cleaned part will be the ex-
cess resin, and thus the level of cleanliness. Results of the
residue test can be seen in Table 2 where the percentage il-
lustrates the cleanliness of the piece.
Table 2 shows that using cloth to wipe a printed piece
will give varying results based on the geometry. Although
the method is very fast, at 5 seconds to perform, its perfor-
mance is inadequate. The ultrasound bath performed better
than the cloth in every scenario except the cylinder which
predominantly has a one flat face which favors wiping. It
can also be observed that exposing the contaminated part for
longer in the ultrasound bath, first 15 seconds and then 120
seconds, did reduce contamination but with varying results.











































By comparison the proposed active cleaning system utiliz-
ing the spray of a cleaning solution reduced contamination
to as low as 0.1g from the full clean piece in 15 seconds,
which results in parts that are over 90% clean. The proposed
method outperforms the passive systems in cleanliness and
time required.
The previous cleaning systems, using ultrasound [12]
and cloth [32], reported that they took 3 minutes and 2 min-
utes for cleaning respectively. Comparatively, the prototype
system takes only a total 25 seconds for the whole clean-
ing cycle to achieve a nearly full-clean result, which is an
order of magnitude faster than both systems. This experi-
ment supports the second hypothesis that an active approach
to cleaning resin results in low levels of contamination and a
significant reduction in cleaning time.
6 Conclusion & Future Work
In this paper, a new method for multi-material DLP
printing has been presented. To increase the efficiency of ma-
terial swapping, the technique from automated storage and
retrieval system was used to design the material swapping
mechanism which utilizes a tower as a storage system and
the retrieval system is coupled with the cleaning system, so
that the overall process complexity is just three degrees of
freedom. An active cleaning approach was then devised us-
ing sprinklers to deliver the cleaning agent to clean the build
part in-between the material swapping. The prototype was
then tested to prove the merits of these solutions. By de-
coupling of the material swapping and cleaning systems, it
allows for independent optimization as well as an increase
in efficiency of the overall system. The prototype showed a
swapping time of one minute between vats, and a cleaning
time of 15 seconds. Due to the prototype being a proof of
concept, several components, while functional, are not fully
optimized. There are a number of things that could be im-
proved.
The current speed of the material-swapping process is
dependent on the size of the print area, as well as the speed
of the stepper motors selected. Upgrading motors could dras-
tically affect travel times as well. The latching mechanism
could also be improved to eliminate any additional displace-
ment by using electromagnets. The current spray pattern
functions but is rather simple, optimizing the spray pattern
could result in faster cleaning time and less solution being
used. In addition, the effects of cleaning solution and swap-
ping mechanism on different part geometries, accuracy and
material properties are to be investigated. To start challeng-
ing the likes of FDM and Polyjet printers in terms of avail-
able maximum materials per print, an improved storage sys-
tem would have to be developed to allow more towers to be
interchanged during the course of the print or have a wall of
vats with an independent system to retrieve the desired ma-
terial. Additionally mutli-material DLP printing requires a
more complete software solution. This would mean a new
slicing program to efficiently generate the image files and
generate the required g-code to control the printer.
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Appendix
A Printer Architecture
The printer is broken down into five main components:
printer base, build platform, material tower, cleaning hard-
ware and the electronics/software.
Fig. A.1. Printer base with detailed components and sectioning
A.1 Printer Base
The base of the printer, shown in Fig. A.1, is the main
foundation to connect all the modules. The printing and
cleaning process take place on the top level, while the sec-
ond and third house the equipment. All other subsystems are
attached directly to the base. The systems integrated into the
base are as follows:
A.1.1 Top level
The top level accommodates the vat displacement and
movement control. In order to move the vats on the top level
(for shearing and material swap operations), the X-axis is
driven by a geared stepper motor using a rack and pinion
system. The rack-and-pinion uses a herringbone design to
self-align and is attached to the cleaning vat using a printed
hook. In addition, two rails are attached on the surface to
help guide the vats. An opening is cut through the top level
to allow the projected image to cure the resin through the
material vats glass bottom. A second cut is performed to
accommodate the cleaning vat drain, as well as a hole above
the reservoir to pass the primary cleaning hose.
A.1.2 Middle level
The middle platform houses the projector, whose posi-
tion and height is adjustable, and an airtight bucket which
acts as a reservoir. The adjust-ability is threefold: The first
adjustment is the vertical position of the middle tray using
the hole pattern on the four base legs (Fig. A.1). This is a
coarse adjustment wherein the projector can be moved closer
or farther away by one-inch increments. The second adjust-
ment is for higher precision and accomplished by a align-
ment stage setup on the projector support. The support has
four mounting points so that the proper angles and focal dis-
tances can be attained. Finally, it is noted that as the pro-
jector is moved up or down, the projected image also shifts
Fig. A.2. Parallel linear stage with build platform
location. As a counter measure, slots are provided in the tray
to accommodate horizontal displacement of the projector to
ensure a centered image on the print bed.
A.1.3 Bottom level
The bottom of the base is used to store and organize
some of the electronics that will be outlined in section A.5.
This includes the arduino, ramps board, as well as the power
supply. Build materials can also be stored in this level.
A.2 Build Platform
The print bed shown in Fig. A.2 is a 12 by 6 in2 surface
made from aluminum sheet metal. The bed is attached to
two L-stock extrusion cross beams. The bed level can be ad-
justed by varying the height of the four bolts fastened to the
L-stock corners. The cross beams are anchored to two linear
guides, each of which has a 10mm lead screw and two guide
rods with linear bearings. The build platform displacement is
controlled by two synchronized stepper motors, each turning
a lead screw. The prototype print height is 12 inches.
A.3 Material Tower
The material tower system is designed to be a simple
solution that allows the printer to easily store and retrieve the
desired materials for any given print layer. The tower itself
is built using four t-slot aluminum extrusions for the corners.
The extrusions are held together with top and bottom flanged
sheet metal plates with holes for fastening. Within the frame
are trays that support the material vats. The sides of the trays
are bent up to secure the vats in place. They have holes in
each corner for attaching to a rail which is in turn guided by
the t-slot extrusions during movement. To move the trays
up and down, a geared stepper motor is mounted to the top
bracket. The motor spins a small spool with a nylon strap
attached to the trays.
Fig. A.3. Custom software depicted during operation
A.4 Material Vats
The vats are rectangular with borosilicate glass laid
down onto a plastic frame. A layer of polydimethylsiloxane
(PDMS) is used as a non-stick coating to protect the glass
and printed parts. The mask images will be projected through
the glass to the print bed. The prototype tower supports four
vats, each of which have an internal volume of 234 in3. The
overflow of the resin has to be considered once the bed is
submerged, therefore the maximum resin will be the volume
of the vat minus the bed volume which is calculated to be 44
in3. Depending on the material quantity needed, the vats can
have the same resin in two or 3 vats to increase print size. A
silicone brush is attached to the inside of the material vat for
cleaning purposes.
A.5 Electronics and Software
The electronics and control system design is based off of
a DIY RepRap project, and it is an easy to replicate system
that could be adapted for different printers [36]. The elec-
tronics system is composed of the following: A computer,
an Arduino Mega 2560 R3 microcontroller, a RAMPS 1.4
board, a 12 V power supply, three limit switches, four step-
per motors, two fans, a diaphragm pump and an emergency
stop. Stepper motors equipped with a 99:1 planetary gear
box are used to run the rack-and-pinion (X-axis) and the ma-
terial tower (Zm-axis), while two low-current stepper motors
are used to control and run the vertical motion of the build
platform (Zb-axis).
The firmware that controls the printer operations on a
system level is a fork of the popular open-sourced 3D printer
firmware Marlin. This code base was selected primarily
due to its compatibility with the RAMPS hardware inter-
face. Adjustments to the firmware were made in order to
accommodate the multi-material functionality of the printer.
The peripheral devices of the printer, such as the pump and
fans for the cleaning system, were wired to some auxiliary
ports, so that no additional electronic or control component
is needed. Marlin uses the popular CNC communication pro-
tocol known as G-code. A custom Windows Forms applica-
tion was written in C# in order to control the movement of
the printer and synchronize the projection of the layer im-
ages. The user interface is presented in Fig. A.3 with the key
elements being denoted. G-code commands are sent via USB
serial communication in real time while the Windows appli-
cation processes the next move sequence. Models are first
ported to a program called Creation Workshop which slices
the models into png images. These images are then loaded
into the software where the logic of controlling the printer
happens. If a folder of images contains any blank or black
images then the material is not present on the current layer,
and the software skips it. If the last material printed on the
current layer is also present on the next layer then it will be
processed again before switching materials.
